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TYPE APPROVAL CERTIFICATE
¢ 5 4ab aslial €

This is to certify that
48 398 00 b dliusy

Shop Primer Paint /RZ-5215-2
RZ-5215-2 Lal5,5 sl 5,

Manufactured by
)j Q.An; d:}Ld

RANGIN ZEREH Co.
05 3Ny 8 s

Is found to comply with
Sl @l (3 5 lelpl

DNV class programmme DNV-CP-0109

Ll (gaisey,
Asia Classification

Type approval — Shop primers for corrosion protection of sieel plates and sections

ACS Guide for classification

Application
J)_a‘.L(

Omn blast cleaned steel plates and sections
(5Y 93 gbolia 5 led)g zlaw o3Lisy ol

PFICT/13-02



Product Specification: i Jguae Slascin

: 15)d pb
Commercial name: .y
Shop Primers . ' U:t.ls‘)Lf C
(High Solid Epoxy Mastic Paint) ( High Solid Epoxy Mastic Paint)
Product Code: i guazxa S
RZ-5215-2 RZ-5215-2
Color: )
Red Brown logad 4 blo joy0
Application / Limitation of this certificate: 1olianlgS ol (laculgiun g 3)8
The approval test does not include any examination of el Sl ey gl o9 b Jild (oiuals sl oype

possible effects of welding with this primer on the
welder's state of health. This approval verifies only
that the shopprimer tested has no detrimental effect on
the finished weld, it is presumed that the film i

: s Er Ce ; ol opl sauSaly 5 L sk a
thickness applied is in accordance with the o PO Sl ol eaSady o eog b 31 :j‘*
manufacturer's recommendation. e

Al (g0 39> cedlo (9) p Gl ymalyn ool b )dex
5y ol it A o3 ik 15 I sy

Approval references: dolinlgS opl jgdeo (gl Sl 3)90 22050
Client request email Dated.: 2023/12/04
Lab. test ref. No.: RA/1402/61/1D (Institute for
Color Science & Technology-ICRC)

YoYYNAY/ ¥ 7 )50 Sl Caslgs )d Juosl
(SS) olRzagz) RA/1402/61/1D :ol8ilejl gl )l o)let

Test result: M
Porosity Area percentage: Less than 5% (Grade 5) o3 gy Jl oS 1SS e

(® L8
This certificate is valid for two years after the — &b iyl e (Guos 30l JoaSS jl p Jlo 93 U aslialsS ol
completion of the audit and could be evaluated by 5 www.asiaclass.org : ol b bl gy (55l o
visiting ACS website: www.asiaclass.org ol gy

Certificate No.: ASIA/CE/02/104

[ssue Date: V¥-Y/VV/vYa — 18 Feb. 2024

Expiry Date:\¥-¥/3\/¥Y — 12 Feb. 2026

File No.: 24/02/1/47/395/4314
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TYPE APPROVAL CERTIFICATE
5 e G PR )f “‘“‘“‘

This is to certify that
oS 39 g0 Al dlasy opy

Anti-Fouling Coating Paint
Transocean Cleanship 295
0)'5 - o tS.;)
Manufactured by

2 edd aslo

RANGIN ZEREH Co.
By (N y C8 pww

[s found to comply with
Cowl @allas 3 5 Sleljll L

ACS Approval plan for Anti-Fouling systems

Based on ACS Guide (PF/GD/12 & PF/GD/36-02)
IMO Convention, Amendments to AFS
Convention (MPEC 76)

Application
J)‘J)K

Organotin & Cybutryne-Free Marine Anti-Fouling System
cybutryne i cdl jl le g alf oo 5 Comsj bazma b J5lo b3 053 15 R

Certificate No.: ASIA/CE/02/110
Issue Date: \¥-Y/V\/Y4 - 18 Feb. 2024

ey

M.R Zafari
Managing Direct

Expiry Date:\¥-¥/1\/YY — 12 Feb. 2026

File No.: 24/02/1/47/355/4314
Page | of 2

: (+98) 21 84 396

Fax: (+98) 21 880 25 558

Email: info@asiaclass.org
Web: www.asiaclass.org
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Product Specification:

Commercial name:
Transocean Cleanship 295

1)l pU
Transocean Cleanship 295

Product Code: i Jgeae S5
295-IR 295-IR
Color: —

Red Brown, Pink

13 o8l o988 4 ko 3o b

: Jb S 5
Active ingredients: EWR{
1- Dicopper oxide  CAS No.: 1317-39-1 S Imonel e B
2-  Zinc oxid .2 1314-13- S
inc oxide CAS No.: 1314-13-2 CAS No.: 1314-13-2 -
3- Xylene CAS No.: 1330-20-7 &9 :
CAS NO.: 1330-20-7 oklj v

aalianly ol (slaculytuns g 5,18

2 yas 0 15 b s S lolle ogilysS
odimd by ].9‘...7 5 Sl e )JLa Nl sl By (AFS)
A3ln yamalsiS ol boll

Application / Limitation of this certificate:

This certificate is issued based on the tests described
and aimed to control Anti-Fouling systems (AFS) by
International Convention on the Control of Harmful
Anti-Fouling Systems on marine vessels and will cover
the requirements of this convention only.

Approval references:

Client request email on 2023/12/04

Client statement of active ingredients: MSDS —Nr: 51
Lab. test ref. No.: RA/1402/61/1A (Institute for Color
Science & Technology-ICRC)

elianlsS ol g ol il 3)90 g2lpe

Y YY) 750 Joosl Slo canilgs )3 dals

MSDS —Nr: 51 : Jlé olS 5 Losas 1 S asli)lelsl
(<5, ol82ny3) RA/1402/61/1A wolStslaf] glol o)lec

Test result: o)l 4o
1I;Icss than 0.0?(;/0 l;l'm contlfnt::y weightd g dop [0 7 il e :ald L‘,]}_‘:A
0 amount of Cybutryne has been trace Jio Cybutryne s &l oo

This certificate is valid for two years after the completion g sl pizne (gjeme sl JuoSS |y Jlo 93 U elialsS (i
of the audit and could be evaluated by visiting ACS WWW.asiaclass.org : ol L Ll caes) (2wl oL )b

website: www.asiaclass.org ol gty B
Certificate No.: ASIA/CE/02/110

Issue Date: \¥-Y/VV/YA — 18 Feb. 2024
Expiry Date:\¥-¥/1\/¥Y — 12 Feb. 2026

File No.: 24/02/1/47/395/4314
Page 2 of 2
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Asia Classification
Tel : (+98) 21 84 396

Ll (Saaad,

TYPE APPROVAL CERTIFICATE
£5 b aolial €

This is to certify that
oS 395 g0 3 oy 0ty

Anti-Fouling Coating Paint
Transocean Optima 235
03 — do (K,

Manufactured by
2l asle

RANGIN ZEREH Co.
05 (3N ) &5 puid

[s found to comply with
ol Billas 5 claljll L

ACS Approval plan for Anti-Fouling systems

Based on ACS Guide (PF/GD/12 & PF/GD/36-02)
IMO Convention, Amendments to AFS Convention (MPEC 76)

Application
J):J)K

Organotin & Cybutryne-Free Marine Anti-Fouling System
cybutryne a5 el jl yle g alb gt g o baxa b )50 ()3 035 4 s

Certificate No.: ASIA/CE/02/109
Issue Date: VF¥-Y/\\/¥YA — 18 Feb. 2024
Expiry Date:\¥-¥/\\/YY — 12 Feb. 2026

File No.: 24/02/1/47/395/4314
Page 1 of 2

is certificate will be valid till the date of expiry, unless the applicant makes any changes and modifications™ fo the approved product which have not

been notified to, and agreed with ACS. The applicant is obliged to maintain the quality of the approved product in the condition agreed with ACS.

Solys 3 il a3ga 33l o 3y90 13 g 02 L (g0, E3M] 4 oS s Sl 015 3ol Jpuame 3 it il ol 01 Cslys 3 4] K 4 gy daly e 003 55 WLAEH 5 G alialyS ol
s bais Lol (103 b 03 il Lyl 3 1) 3wl 30 Jpasme oS S Gl i g 43 ol 0

PFICT/13-02

Fax: (+98) 21 880 25 558

Email: info@asiaclass.org
Web: www.asiaclass.org
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Product Specification:

Commercial name:
Transocean Optima 235

Product Code:
235-IR

Color:
Red Brown, Pink

Active ingredients:

1- Dicopper oxide CAS No.: 1317-39-1
2-  Zinc oxide CAS No.: 1314-13-2

3- Xylene CAS No.: 1330-20-7

Application / Limitation of this certificate:

sl pl
Transocean Optima 235

iJguaxe A5
235-IR

S

G130 oSl 0383 42 ko 3o 3

1 led CJL.,.S_JC
1..51
CAS No.: 1317-39-1 =)
u‘l-.
RYo.1
CAS No.: 1314-13-2 =Y
$9)

CAS No.: 1330-20-7 okl =¥

aolenlsS ol lbCudgios 9 3,8

kg 01l sy lapgajl @l ulol y alialsS (ol
p opae o ab glo pess [ el gedlyS
(AFS) 05 15 (slo prugs J 25 Ban L &5 gl g, -
Olljll sxay [ide Ll g cul oad plo Ll ol pgds

This certificate is issued based on the tests described
and aimed to control Anti-Fouling systems (AFS) by
International Convention on the Control of Harmful
Anti-Fouling Systems on marine vessels and will

cover the requirements of this convention only.

Approval references:
Client request email on 2023/12/04

Client statement of active ingredients: MSDS —Nr:

52

Lab. test ref. No.: RA/1402/61/1C (Institute for

Color Science & Technology-ICRC)

Test result:
Less than 0.07 % Tin content by weight
No amount of Cybutryne has been traced

Al grilyS ol

alialy ol jyio sl Sl 3)90 g2l)e

YXYINY/ ¥ 750 Sl STl culgs )d dals

MSDS —Nr1: 52 : Jlé ol 55 jogas y3 Sl asllelsl
() o8tngss) RA/1402/61/1C wl8tloj] gls )l o et

10ge)) 4T

39 20> [Vl a8 i e

yio Cybutryne i cal o5

This certificate is valid for two years after the Gub il ol e (shren 2ol8 oSSl g Sl 92 U dalialss 0l
completion of the audit and could be evaluated by — J6www.asiaclass.org: .l b lul gae, ol oSl
visiting ACS website: www.asiaclass.org sl gy

Certificate No.: ASIA/CE/02/109
[ssue Date: \¥-Y/\V/vY2 — 18 Feb. 2024

Expiry Date:\f-¥/\\/¥YY — 12 Feb. 2026

File No.:24/02/1/47/395/4314
Page 2 of 2

This certificate will be valid till the date of expiry, unless the applicant makes any changes and modifications to the approved product which have not
been notified to, and agreed with ACS. The applicant is obliged to maintain the quality of the approved product in the condition agreed with ACS.

ol 3 22 039 Gl o] 3 90 53 g 0o i L (gaen) E3M] 4 5 s sl 003 A0l Jpeama 3 et il ) 08 g )3 a8l R 4 o daly puTee 03 83 LRl )b B aalialS ol
e Lads Ll g3, L a3 3l baulyd 01, 30l 3)9e Jpanie CuS 48 ol cilbge a4l oyl sas
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Ll (gaiioy,

TYPE APPROVAL CERTIFICATE R Gistnin

¢ 5 4ab skl
This is to certify that
48 295 g0 b g
Anti-Fouling Coating Paint
Transocean Cleanship 291
0y> — Lo &)

Manufactured by

el asle

RANGIN ZEREH Co.
05 (yVy 8y

Is found to comply with
Cuwl B3 > pj laljll b

ACS Approval plan for Anti-Fouling systems

Based on ACS Guide (PF/GD/12 & PF/GD/36-02)
IMO Convention, Amendments to AFS Convention (MPEC 76)

Application
Jﬂ)lf

Organotin & Cybutryne-Free Marine Anti-Fouling System
cybutryne s cil jl gle g alb s g o baxe b 5o by 035 A5 s
Certificate No.: ASIA/CE/02/111
Issue Date: \¥+¥/\\/Y4 — 18 Feb. 2024
Expiry Date:\¥+¥/\\/YY — 12 Feb. 2026

File No.: 24/02/1/47/395/4314
Page 1 of 2
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Product Specification:

Commercial name:
Transocean Cleanship 291

Product Code:
291-IR

Color:
Red Brown, Pink

Active ingredients:

1- Dicopper oxide CAS No.: 1317-39-1

2-  Zinc oxide CAS No.: 1314-13-2
"3- Xylene CAS No.: 1330-20-7
4-  Diuron CAS N.:330-54-1

Application / Limitation of this certificate:

This certificate is issued based on the tests described
and aimed to control Anti-Fouling systems (AFS) by
International Convention on the Control of Harmful
Anti-Fouling Systems on marine vessels and will cover
the requirements of this convention only.

Approval references:

Client request email on 2023/12/04

Client statement of active ingredients: MSDS —Nr: 52
Lab. test ref. No.: RA/1402/61/1B (Institute for Color
Science & Technology-ICRC)

Test result:
Less than 0.04 % Tin content by weight
No amount of Cybutryne has been traced

This certificate is valid for two years after the completion
of the audit and could be evaluated by visiting ACS
website: www.asiaclass.org

Certificate No.: ASIA/CE/02/111
Issue Date : \¥-¥/\\V/Y4 — 18 Feb. 2024

Expiry Date:\f-¥/7\/YY — 12 Feb. 2026

File No.: 24/02/1/47/395/4314
Page 2 of 2

pae Olasuie

18,0 plb
Transocean Cleanship 291

g 25
291-IR

%

oy 5l od 4 B 3o 8

s oSy
CAS No.: 1317-39-1 oo Sl =)
CAS No.: 1314-13-2 S ST =Y
CAS No.: 1330-20-7 obly v
CAS No.: 330-54-1 o ¥

idolialss ol glacadgius o 3,018
by 005 iy 5 (slagygejl gl bl aslialsS ol
2 opae 0 15 b gt S8 Mallipy GgnalyS
0 L S pluww 5 Gua L & bayglid g,
Odes Ll g cul sl plo Sl odd pgl (AFS)
.L.':L'u.a ‘_'J,.:...H’LS Ou_l Canﬂ o)

alialeS opl jgie gl SLiul 390 g2l

YYYNNY/F 3500 ool o Cuslgs)d dals

MSDS —Nr1: 52 : Jlé ol 5 jogas )3 Sl dsli,los!
(S5, ol8ings) RA/1402/61/1B :ol8islojl gla )l oo

090l 4
iy 2o /XUl S iglh e
o icybutryne (i il i

Ny sl prian (Gieme 2uld JooSS | ey Jlo 93 U ey ol
F ool b bl (oo (ml oSSh o)l
sl gy 18 WWW.asiaclass.org
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