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Shop Primer Paint
Product code: BAJAK’S SHOPPRIMER ZS 11161

2B gl S,
BAJAK’S SHOPPRIMER ZS 11161

Manufactured by
PR as b

BAJAK PAINT Co.
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Is found to comply with
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DNV.GL class programme DNVGL-CP-0109

Type approval — Shop primers for corrosion protection of steel plates and sections
ACS Guide for classification

Application
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On blast cleaned steel plates and sections
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Certificate No.: ASIA/CE/02/031
Issue Date: 1402/04/11 — 02 Jul. 2023

Expiry Date:1403/04/10 — 01 Jul. 2024 M.R Zafari

anaging Director
File No.: 0I123TA7014
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This certificate will be valid till the date of expiry, unless the applicant makes any ges and modifications to the approved product which have not
been notified to, and agreed with ACS. The applicant is obliged to maintain the quality of the approved product in the condition agreed with ACS.
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Product Specification: : Jguazes cilased,

Commercial name: 6,0 b
Shop Primers S ——

BN ]
Product Code: i paa i
BAJAK’S SHOPPRIMER ZS 11161 BAJAK’S SHOPPRIMER ZS 11161
Color: WSy
Gray b
Application / Limitation of this certificate: 1aliaaleS pl slaculsiue 53,18
The approval test does not include any examination of Jazs] &gl gl dseil g5 gan Jab 530 cslb 0]
possible effects of welding with this primer on the i S . ey ‘-:‘L:-')AJI)J o;‘_b &K
welder's state of health. This approval verifies only B olyeily ol 45 L8 e aub laid aslialyS ol sl

that the shopprimer tested has no detrimental effect on
the finished weld, it is presumed that the film
thickness applied is in accordance with the
manufacturer's recommendation.
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Approval references:
Client request letter No.: B-01-1793-C

Lab. test ref. No.: RA/1402/17/1, DD: 01 Jul 2023 1402/04/10 :z,50 RA/1402/17/1 :0l8slojl gl )l 0 ted
(Institute for Color Science & Technology-ICRC) (K3 oliings)

Test result: 1o90)) Al
Porosity Area percentage: Less than 5% (Grade 5) (5 22)8) duoy gty 5l 2 1 S35 e
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Validity of this certificate is one year after audit and ool U Ll ey 550 oSl o 3

test completion and could be evaluated by visiting ) Loy 5 WwWw.asiaclass.org
ACS website: www.asiaclass.org

Certificate No.: ASIA/CE/02/031

Issue Date: 1402/04/11 — 02 Jul. 2023
Expiry Date: 1403/04/10 — 01 Jul. 2024
File No.: 0123TA7014
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This certificate will be valid till the date of expiry, unless the applicant makes any changes and modifications to the approved product which have not
been notified to, and agreed with ACS. The applicant is obliged to maintain the quality of the approved product in the condition agreed with ACS.
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