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Manufacturing marine components
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Certificate No.: ASIA/CE/02/057
Issue Date: 25 Sep. 2023 - 1402/07/03

Expiry Date: 09 Sep. 2025- 1404/06/18

File No.: 0123TA10039
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This certificate will be valid till the date of expiry, unless the applicant makes any changes and modifications to the approved product which have not
been notified to, and agreed with ACS. The applicant is obliged to maintain the quality of the approved product in the condition agreed with ACS
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Technical Specification RS-2110

RS-2110 Jypame 28 Olaswis

Property Standard Values
Viscosity ASTM D 2196 585 cPs
Monomer content ASTM D 1259 35%
Ge! time DIN EN SO 2535 03:50'
Density DIN EN ISO 1675 1.227 gricm3
Volumetric curing shrinkage DIN 16945 7.05 %
H.D.T. DINEN ISO 75-2 A 76.5.¢
Water absorption DIN EN ISO 175 57.8 mg
Ultimate tensile strength | DIN EN ISO 527-1,2 87.9 Mpa
Fracture elongation DIN EN ISO 527-1,2 4.49%
Tensile modulus DIN EN ISO 527-1,2 3.805 Gpa
Ultimate flexural strength DIN EN ISO 178 135.9 Mpa
Flexural modulus DIN EN ISO 178 3.518 Gpa

Acid Value

DIN EN ISO 2141

23.17 mgKOH/g
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