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Unsaturated Polyester Resin PA-75I
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Manufactured by
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Pouya Shimi Avizhe Co.
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Is found to comply with
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ACS Rule Part 2 — Chapter 10 — Section 2.2
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Manufacturing marine components
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Certificate No.: ASIA/CE/02/083
Issue Date: 16 Jan. 2024 - \¥-Y/\./YF

Expiry Date: 09 Jan. 2026 - \¥-¥/\./\4

File No.: 24/01/1/47/395/2976
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This certificate will be valid till the date of expiry, unless the applicant makes any changes and modifications to the approved product which have
not been notified to, and agreed with ACS. The applicant is obliged to maintain the quality of the approved product in the condition agreed with
ACS.
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(+98) 21 84 396
Fax: (+98) 21 880 25 558

Asia Classification
Email: info@asiaclass.org
Web: www.asiaclass.org
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Technical Specification PA-751
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Property ‘ - Standard Values
Viscosity ASTM D 2196 720 cPs
Monomer content | ASTMD 1259 34%
Gel time DIN EN ISO 2535 32 min
Density |  DINEN !SO 1675 1.139 gr/icm3
Volumetric curing shrinkage DIN 16945 6.69 %
H.D.T. ‘DINEN ISO 75-2 A 62.4 °c
Water absorption DIN EN I1SO 175 41.43 mg
Ultimate tensile strength | DIN EN ISO 527-1,2 77.3 Mpa
Fracture elongation DIN EN ISO 527-1,2 5.97%
Tensile modulus ~ DINENISO 527-1,2 3.435 Gpa
Ultimate flexural strength DIN EN ISO 178 119.7 Mpa
Flexural modulus | DINENISO 178 3.106 Gpa
Acid Value DIN EN ISO 2141 9.52 mgKOH/g
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